
EPlus Release History
Note: Comments in Black mean new features or capabilities and Red changes mean corrections from previous versions.

Version Release Date Changes

1.8 9/21/2006 Added Automatic Detection to Transmitter Type (Gauge/Absolute)

1.7 6/19/2006 Problem reading Floating Point modbus groups when using 2 registers per

float mode

1.6 5/3/2006 Added Saturated Steam Equations

Added Audit Trail events for Heating Value and Time/Date change 

Added Venturi Equation

Added Plunger Early Arrival Protection

1.5 3/31/2006 Version 1.4 was missing RS232/RS485 Selection on Port 1

1.4 3/20/2006 Added Plunger Lift Functionality

Added Custom Data (Well-Testing Logging) functionality

Added CF and M3 Flow Unit selection

Daily Report, hour by hour unable to show negative temperatures

1.3 7/21/2005 Added Density of Dry Air for Steam Calculations

Analog Input can be used as Flow PID Setpoint

1.2 3/4/2005 Changed Program Variable

Changes Configuration File Format - Previous versions cannot open these

files

Added Daylight Savings Time

Hourly Report Reduced to  768 from 1536 (Firmware Version 8.00.2)

Added Steam Table Calculation

1.1 2/4/2005 Added V-Cone Linearization Factors

Improved Diagnostic Screen Update rate

Added Latest Switch Output Selections

1.0 11/1/2004 First Release


